
Low-Rise Vaults
Available in widths of 36" to 123" with 
vertical ends (CBSD), with optional 
Lumira® aerogel filled polycarbonate laylite. 
Structural models available in widths from 
10' to 20'. Unlimited lengths.

Half-Round Vaults
Half-round high-rise vaults (CBHD) 
are available in widths of 48" to 120", 
with optional Lumira® aerogel filled 
polycarbonate laylite. Structural models 
available in widths from 10’ to 20’. 
Unlimited lengths.

Quarter-Round Vaults
Quarter-round vaults (CBQD) are available in 
24" to 75" widths, or structural unit widths 
of 75" to 120". Unlimited lengths.

Wasco’s Continuous Vault System is 
designed for unlimited applications utilizing 
site-built curbs on flat roofs. 

• Ribs may be spaced at 48" max O.C.

• Vaults are glazed with your choice of acrylic, polycarbonate, or 
impact modified glazing in clear, tinted, and thermal  
translucent options.

• Mill finish is standard. Various finish colors available with Kynar, 
baked enamel, or anodized.

4" Adjustment Slot

4" x 4" Heavy Gauge Galvanized Welded Wire Screen
Wasco’s safety screens (CAEB) fit any new or existing vault  
skylight. They are lightweight, easy to install, and meet the intent for 
OSHA fall protection standards. They can be installed permanently over 
units or as temporary protection on construction sites.*

•	 Easier Installation
•	 0.19" Gage 4" x 4" Welded Galvanized Steel Wire Mesh
•	 Can Be Used as Temporary Protection*
•	 Adjustment Range of 4" In Width for Easy Installation
*Must be secured to roof or curb for temporary use.

Safety Screens

Continuous Vault Systems

In addition to selecting the correct skylight for the application, VELUX recommends that the customer consider protecting all skylight openings and skylights with 
one or more of the fall protection accessories.
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